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Tests on materials

Q 3

P

fipBrochure_14-01-2013.pdf   5 14-01-2013   16:49:21



fipBrochure_14-01-2013.pdf   6 14-01-2013   16:49:22



ALFA pompe centrifughe monostadio
secondo DIN 24256 – ISO 2858 (ISO 5199)

centrifugal single-stage pumps
according to DIN 24256 – ISO 2858 (ISO 5199)

horizontal, radially split volute casing pump back pull-out with closed, open or channel impeller and gland packing or mechanical
seal system according to API Plan std.

ALFABLOC secondo DIN 24256 – ISO 2858 (ISO 5199)
electrical centrifugal single-stage close-coupled pumps

according to DIN 24256 – ISO 2858 (ISO 5199)

Q [m3

electrical centrifugal horizontal close-coupled pumps according to chemical standard process, with closed, open or channel   
impeller.

with the advantages of ease of use and maintenance.

Available:

Q [m3

Available:
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secondo DIN 24256 – ISO 2858 (ISO 5199)
centrifugal single-stage self-cooled pumps

according to DIN 24256 – ISO 2858 (ISO 5199)

horizontal, radially split volute casing pump back pull-out with closed impeller and gland packing plus mechanical seal system

DIN 24256 – ISO 2858 (ISO 5199)

DIN 24256 – ISO 2858 (ISO 5199)

Q [m3

aperta o a canali.

petrolchimiche.

 
petrochemical industries.

Q [m3

Available:

Available:
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DIN 24256 – ISO 2858 (ISO 5199)

DIN 24256 – ISO 2858 (ISO 5199)

aperta o a canali.

chimiche e petrolchimiche.

petrochemical industries.

Q [m3

Q [m3

Available:

Available:

fipBrochure_14-01-2013.pdf   9 14-01-2013   16:49:33



 

- opposed impellers

spinte assiali).

axial forces).

Available:

Available:

Q [m3

Q [m3
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P=18,5kW

P=7,5kW

P=5,5kW
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P=75kW
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P=11kW
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P=55kW
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